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FIG. 3 

( START ) 

A CALL IS INITIATED BY VoIP 
TELEPHONE TO MOBILE STATION 



SIGNALING INFORMATION MAY BE EXCHANGED 
BETWEEN IP PBX AND VoIP PHONE 



IP PBX SIGNALS MOBILE STATION VIA CELLULAR 

DATA NETWORK THAT A CALL IS BEING 
ESTABLISHED THAT IMPLICATES MOBILE STATION 



IP PBX EXCHANGES SIGNALING 
INFORMATION WITH VOICE GATEWAY 



IP PBX PLACES A CELLULAR CALL TO MOBILE STATION 
FOR THE PURPOSE OF BRINGING UP A MEDIA STREAM 



MOBILE STATION MAY INCLUDE INTELLIGENCE OPERABLE TO 
REACT TO CALL-CONTROL INFORMATION BEING 
COMMUNICATED BY CELLULAR DATA NETWORK. THE 
INTELLIGENCE IS FURTHER CAPABLE OF COORDINATING 
THAT TRANSACTION WITH THE CELLULAR CALL 



THE CELLULAR CALL IS PRESENTED TO A GIVEN END USER IN 
A WAY THAT IS CONSISTENT WITH AN ENTERPRISE CALL 



MOBILE STATION MAY ROAM INTO THE PRIVATE NETWORK 



116-^ 



IP PBX MAY VIEW A GIVEN CALL AS A VIRTUAL CALL HAVING 
MULTIPLE CALL LINKS. WHEN A PBX FEATURE IS INVOKED 
(e.g. A HOLD FUNCTION) IT MAY BE INVOKED ON THE 
VIRTUAL CALL AND SUBSEQUENTLY THE VIRTUAL CALL 
SEGMENT MAY BE TRANSLATED INTO AN ACTUAL CALL LEG 



( END ) 



